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SPECIFICATION OF PATIENT CHAIR

1. Chair should be perfectly ergonomically designed manufactured by an ISO —
9001 & 1SO-14001/ OHSAS 18001 CERTIFIED or BIFMA certified
manufacturer.

2. Chair should be well finished chair in work means all fabric, welding,
screwing (anodized confirming IS: 1365).

3. Seat made out of 40-45+2 Akg/m3 density machine pressed PU foam for seat
& 30-35+2 kg/m3 for back rest.

4.  Four leg chairs without arms whose frame should be made up of 1” round
pipe of steel of 16 gauges thickness furnished with duly powder coated.

5.  The fabric used should be low piling and permeable fabric used on
upholstery of seat and back of the chair.

6.  DIMENSIONS:
Overall Height of the Chair: 70cms to 80cms
Depth of the Chair : 45 to 55cms
Seat Height : 42 to 47cms
Width of the chair : 43 to 53cm
Tolerance : £3cm

7. All dents, burrs and sharp edges shall be removed from the various
components. The components shall be individually pickled, scrubbed and
rinsed to remove the grease, rust, scale or any other foreign element.

8. Chair should be compatible & tested for stability at least up to a weight of

120kg load.

Other T&C

1. Minimum 1 year manufacturing defect guaranty i.e. fabric, welding, Screws
etc.
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All tubular ends in table & chair should be covered with good quality
rubber stopper.

Packing shall be of good quality to avoid damage or scratches during
transit. '

Color of item (frame & Fabric) will be confirmed by ordering authority at
the time of supply order or as per sample. Possible color options must be
identified by bidder for choice of user/purchaser.

The final technical approval of furniture items shall be after inspection of
samples by technical committee at the time of technical bid evaluation.

The Technical Committee or RMSCL representative may visit
manufacturing unit any time during Rate Contract period.

The RMSCL may do pre dispatch inspection at supplier store/ premises/
factory.
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