
 

1. 
 

Specifications of item  5KVA-Inverter 
 

1. Single Phase Sine Wave Inverter enclose with 1.2mm thick sheet. 

2. Rating - 5 KVA 

3. Min. VAH Capacity of Battery - 21600 VAH 

4. Technology - MOSFET PWM 

5. Input Voltage - Single Phase Sine wave 120 to 260V 

6. Output Voltage - Single phase sine wave 230V 

7. Efficiency - more than 90% 

8. Energy Star Rating - min. 3 or better 

9. Total Harmonic Distortion - 4 

10. Overload of Rated Load - 10 

11. Overload Time - 10 Minutes 

12. Battery backup time - Min. 180 minutes or more at full load 

13. Battery cut-off voltage to protect from over discharge - 10.6V 

14. Firm shall provide Trolley made from 1.2mm thick CRCA Steel, Battery Connecting wires and 

Connectors at free of cost. 

15. Firm shall submit type test certificate from Central Govt./NABL/ILAC Accredited Lab in 

technical bid. 

16. Firm shall be responsible for complete installation and commissioning at consignee place free of 

cost. 

17. Guarantee: 2 (Two) years on complete system including batteries, trolley, Battery connecting 

wires and connectors from the date of successful installation at consignee place 






