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Clarification/Corrigendum/Addendum

Subject: Revised Bid Schedule of bid document of item Blood Collection & Transportation
Vans under F-8( ) RMSC/EPM/M-4/NIB-843/2024-25/474 Dated 09.11.2024

Revised Technical specification of Blood Collection Van

BASE VEHICLE/CHASSIS DETAILS

CRITERIA RANGE

Engine Should be Diesel engine

No.of cylinders 4 Cylinders

BS VI OBD II norms having power steering
and power brakes (ABS included), in
compliance with the existing provisions in the
Motor Vehicle’s Act, in India.

Emission norms

Engine capacity of minimum 120 BHP,
suitable to support the vehicle air-
conditioning without compromising the
driving, using suitable compressor, there by
not compromising power to drive the vehicle
on normal and hilly terrain.

Net Engine Output

Engine Torque Max@ rpm Vehicle torque should be 350 Nm and above.
. . “uel tank capacity of mini 120 litte
Fuel tank capacity I uel tank capacity of minimum itters
Diesel.

Vehicle mileage Minimum 5 KMPL
Chasis Tyres 06 tyres

OTHER THAN ENGINE
Type of body required for streamline “Bus Chassis™ with rear wheel drive, from a
structure and, easy communication to manufacturer of repute, in compliance with
donor compartment and driver the existing provisions in the Motor Vehicle’s
compartment Act, in India.
Steering Power steering system only

Independent or semi elliptical front and semi

Suspension G
elliptic at rear

Wheel base to have a good length of Chassis wheel base of minimum 4500 mm.




vehicle

Ground Clearance

Ground Clearance of minimum 180 mm.

OVERALL BODY DIMENSIONS

Overall Vehicle length

8200-8650 mm in length

Overall width to accommodate stools,
medical equipment etc.

2250-2350 mm in width

Over all height of the Vehicle

2950-3150 mm in height

Gross Vehicle Weight to carry pay load

8000 kg and above

INTERNAL BODY DIMENSIONS OF DONOR COMPARTMENT

Internal Length of Compartment

6300 mm minimum in length

Internal Width of Compartment

2150-2250 mm in width

Internal heigth (from vehicle floor)

1960 mm minimum

DRIVE

R CABIN

Drivers cabin firewall for not to catch fire
due to heat

Fire Wall with complete fire retardant
insulation of the Cabin (protection from fire
and heat)

Floor mat for not to catch fire due to heat

Vinyl Fire retardant Floor mat

Driver Seat with backrest

Adjustable and sliding seat as per ARAI with
seat belt. No extra space left behind driver

seat.

Co-driver seat with backrest

Co-driver seat with backrest and seat belt to
be provided.

Reverse Parking Camera

Reverse parking camera should be provided
in rear of vehicle & a 7 inches colour display
shall be provided on dashboard for driver’s
assistance.

Miscellenous
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Body Fabrication : All structures to be fabricated with proper size of M.S. sheet,
Angles, Channel etc. Outer paneling of the body should be of galvanized MS sheet with

minimum joints. Suitable insulation to be provided between outer & inner panel & roof.

Flooring should be done by BWR/Marine grade 12 mm plywood with 2 mm vinyl
flooring, vinyl flooring should be of good quality & not damaged/deteriorated by sodium
hypochiorite solution.

Fabrication work should be of standard quality & with proper finishing. All equipments to
be fixed properly.

Body of the vehicle to be fabricated by tubular structure with combination of 40X40mm,
60X40mm, 40x20mm, 25x25mm GI tubes & confirm to ISI & floor's cross bearers should
be of approx. channel size 75X40 mm.

Outer skirt paneling should be done with GI/GPSP - 1-1.2 mm sheet. Interior Body
Panneling should be done with GRP 2-3 mm Sheet white colour.

AC Ducting and Dashboard Should be made up of FRP.

A provision of vent for heat eliminate of blood storage refrigerator.

Vinyl Fire retardant Floor mat also fixed in passage area in donor compartment

A suitable working Table should be given in
rear compartment of vehicle for undertaking
documentation/registration with two
revolving chair.

Working Table

Partition - Half Partition between driver and Donor compartment to be given.

Door - Min. 2 nos. manual JK doors should be given one at behind front axle on LHS of
vehicle for Entrance and other at behind rear axle on LHS of vehicle for Exit.

Driver Door - One number sheet metal flap door should be provided with manual Slide
window.

Engine Driven Vehicle Roof Mounted Air Conditioning:- The cooling system should be
such that, given an outside and inside temperature of 32°C, the cooling down to at most
27°C in the patient's compartment should not take longer than 15 min. After 30 min a
temperature of at most 25 °C should be reached. The inside temperature should be
measured in the centre of the patient compartment and at the mid-point from the cooling
outlets (if several outlets are available). A provision to provide cooling in driver's cabin
should also be provided. The installation of the system shall not encourage exhaust gases
entering the patient's compartment.
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Split AC System : Spilt AC System of 2.0 Ton capacity to be provided in the donor
compartment with proper fitment of outdoor unit . AC System should be driven through
Aleternative Current provided as external soruce. Split Ac System will be used while the
vehicle is in stationary condition and engine is off. External charging socket should also be
provided, so that for Split AC of 2.0 Ton power can be taken from external source
wherever possible.

Air Conditioner should have minimum BEE 3 Star Rating or more (or as applicable
norms at the time of supply).

Material of condeser Coil:Copper

Inverter system (220 V) which includes: additional battery 02 Nos. 150Ah each, inverter
approx 1.9 kva with chargeable system and special wiring to operate medical equipment
and monitoring device. AC/DC Power Facility with changeover switch. Fan, TV, LED
lights, Blood storage refrigerator and music system shall be run on Invertor.

Window curtains should be maintained on the windows of the vehicle. Wooden cabinet
with locks under donor berth in donor compartment for storage of equipment with ABS
laminated should be provided on account of better aesthetics.

Electricals: Switch boards and switches, 06 fans, 32" LED TV on partition wall, Music
system and public address system with USB provision, 06 Nos 4" speakers (02 in driver
cabin and 04 in donor compartment), 48" Bar Light with PA System covered with metal
case and Side Blinkers and all other electric provision in the vehicle should be of
manufacturer of repute and be able to bear the load of the equipments installed in the
vehicle. LED lights at roof and Fans AC & DC both should be provided for use while
camping and travelling purpose. Total 04 LED lights required above Donor couch and
stoarge cabinet plateform. Wiring diagram also stick in driver cabin with fuse
indications.

Suitable size of fix/sliding windows wherever needed are to be provided with toughened
glasses as per CMVR.

The Stairs should be fitted with anti-skid vinyl sheet and Handles should be insulated by
PVC for JK doors.

Front wind shield glass should not less than 6.7 mm thickness approx. laminated (single
piece) & glass for windows of 5.00 mm thickness ISI specification Toughened. Single
windscreen glass with aecrodynamic design and ORVM Mirrors in front LHS & RHS
Should be provided. Fog lamps should be provided.

Sunwiser has to be provided on front windscreen with lowering provision. Good quality
wiper blades.

There shall be a provision to stand and clean front windscreen.

Complete vehicle should be dust, water proof & there should be no leakage & anti-
corrosion treatment is to be provided & best quality paint is to be used.
6.5 inch foldable telescopic ladder shall be prvided and keep in easy access.

RajKaj Ref No.: 11971104 N




Waste Collecting SS Dust bins (2 nos.) shall be fixed between the donor couches, Stools
round (1 nos.), Fire Extinguishers with Fixing Stand (4- kg) (6- kg) one each

Stripper are enclosed).

Rear Compartment that is suitable for seating of 5 camp team staff members during the
transport at rear most in the vehicle with selt belt to and from the outdoor blood donation
camp , four blood collection monitors, two Dielectric tube sealers , two tube strippers and
(specifications of donor couch, blood collection monitor, dielectric tube sealer, Tube

Blood Van Equipment

ITEMS

1 | Blood Donor Couch ( Qty-2

nos.)

Blood donor couch is a fix type(non-
motorized) and specially designed to make
blood withdrawals easier, safe and functional.

It should have fixed type. No electrically
movement required.

Arm rests should have swinging in and out
moving facility.

Should have lifting capacity at least 350 LLBS/
150 Kgs (donor weight)

The frame of Recliner is constructed of high
grade steel duly epoxy powder coated.

The base is covered with smooth and elegent
finish polymer molded which is rust-free,
sratch resistant and casy to clean.

It should have a top duly covered with
elegant upholstered high density, max.
comfort foam padding.

To have attached or detachable tray & Stand
for keeping all blood collection associate
accessories like- blood collection monitors
tray, BP apparatus and tray for other
accessories and telescopic IV stand.

Dimension: 185-190 cms (L) X 50-60 cms
(W) X 80-85 cms (H), chair width both arm
rest 90-92 cms

Product should have valid CDSCO license.
Related document shall be submitted along
with technical bid.
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Blood Collection Monitor ( Qty- 1 nos)

Bag holder tray suitable for all types of blood
Bags. Magnetic removable cradle Tray for
casy cleaning.

Should have facility to preset total volume of
blood to be collected and accordingly monitor
and display amount collected. It should have
facility to clamp to stop the collection of
blood as soon as preset volume is collected
and not allow over collection.

Battery backup should be > 8 hours (12VDC)
with continuous workload(rechargeable
battery). Battery charger should be inbuilt.

Should be portable (Suitable for outdoor
blood donation camps).

Should have standby / pause mode Manual
clamp facility to abort collection Automatic
Release of Clamp when the Bag is lifted.

Should be able to operate at Temperature of
+5° to +45° C and relative humidity (RH) of 5
t0 95 %

There should be continuous digital display of
preset volume, Blood flow rate and total time
taken at the end of collection.

Oscillation: 12+ 2 rpm

Should mix the blood with anti-coagulant
solution during Collection and ensure that
only correct amount of blood is collected

There Should be Visual display and
audible alarm:

i) when flow rate goes below 20 ml /min or
high flow rate above 180 ml/ min

ii) at the end of collection

iii) when battery low

iv) during pause function

v) any abnormal condition
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Quality Standard:i) Manufacturing should
be compliant with ISO 13485 (Valid
documentation should be submitted in
technical bid).ii) Equipment must meet
electrical safety specifications of IEC 60601-
| and 60601-1-2. (Valid documentation
should be submitted in technical bid).iii)
Product should have valid CDSCO license.
Related document shall be submitted along
with technical bid.iv) Firm should supply the
relevant calibration certificate for the
equipment from NABL accredited Lab.

Every Bio-mixer should be provided with
carry box with handle

Original literature of equipment should be
submitted.

Electrical: The equipment should be able to
run on the existing Electrical provision.

Broad specifications are:

Automatic Type Input 150-280V, Output 220
V +/-7 %, 50 Hz /60 Hz.

Single phase, AC with automatic 2-4 sec Cut
Off and 6-9 minutes restart delay. Quick start
arrangements for bypassing the start delay.
Suitable MCB on input voltmeter and
indicators on Front Panel. Input Power Cable
with 15 A Plug and six way output Terminal
strip for two outlets.

Accessories:

Floor Stand

Transport case with built-in charger
Suitable Calibration weight
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3 | TUBE SEALER (Qty- 1 nos. )

Product & Manufacturer Quality
Standards :

Should be USFDA / CE approved model. CE
certificate must be issued by European
authority with notified body.

Should meet the electrical safety standards of
IEC / EN 60601.

Should be a Radio frequency sealing.

No warm-up time required.

Should be Easy separation of tube segments
after sealing.

Should have well protection for sealing head.

Should produce hermetic seal hence no
contamination & hemolysis.

Should run on internal rechargeable battery.

Sealing time: Less than 2 sec.

Should have indication Lamps for
Mains,Ready.Scal & Battery

Should have minimum 1000 seals on fully
charge battery.

Should run on ambient temp of 10 to 40 Deg
C

Power supply : 220V + /- 10% 50 Hz.

4 | TUBE STRIPPER (Qty- 2 nos.) Tube stripper is a hand held medical

instrument used for stripping of blood bag
tubes and used in blood donation.

Tube stripper is a metallic hand held medical
instrument for stripping of blood bag tubes
after each blood donation.

User should be able to adjust roller to match
tubes with various diameter. if needed.

Instrument's body material is metallic
(stainless steel), Grip material to be of
plastisol.

Instrument roller needs to be of derlin AF.

5 | BP instrument (Digital type) (Qty- 4

nos.) Digital type with Medium and Large Cuff.
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6 | Portable Oxygen Cylinder ( Qty- 2 nos.)
B type

B type high pressure seamless cylinder for
medical oxygen gas, cylinder are ISI marked
cinforming to 1S:7285 part 2, certified by the
Bureau of Indian standard (BIS) and
approved by the chief controller of explosive
(CCOE) Govt. of India.

7 | Donor Weighing Scale (Qty- 1 no.)

Capacity 150 Kg, graduation 500 gms with
calibration of 100 gms.

Model should be approved from legal
metrology Deptt., Govt of India.

8 [ Blood Storage Refrigerator

Blood storage unit is portable and specially
designed unit to keep blood bags safe by
ensuring onsistent temperature of +2 °C to
422 °C even during in-transit vehicle
movement, extreme temprature {luctuation &
weather conditions.

A refrigerator for storing blood bags in blood
collection van.

capacity: 100 liter or more (80-100 blood
bags)

Internal: Stainless steel of 22 SWG (grade:
S.S. V2 A-1.4301)

External: Solid outer corrosion resistant of
Imm thick.

Blood storage Basket: Blood storage basket
allowing free circulation of air, having the
size to able accommodate at least 3 nos or
more in the unit and suitable to match the net
volume requirement.

Chest type with CFC free insulation

Door: Glass door, automatic closing door
below opening angle 90 degree and opening
angle of 110 degree, used silicon insulation
and gasket, polyurethane insulation of 80mm
thickness door opening audio and visual
display alarm.

Temprature Range: +2°C to +22 °C and
adjustable with setting accuracy of 1.0 °C
with set temperature of 4°C user parameter
setting: set point , high alarm point, low
alarm point, buzzer off time, C/F temperature
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choice.

Compression type refrigeration, CFC free
refrigerant gas, Force air circulation systems.
Temperature Controller: Electronic
temperature controller of range +2°C to +22
°C with setting accuracy of £1 °C

Ambient Temperature: Perform in a ambient
temperature of +10°C to +40°C

Temperature Monitoring: Digital temperature
(LED) display with 0.1°C graduation.
Microprocessor control temperature
recording device with integrated audio visual
temperature alarm function with digital
monitoring display.

Independent safety thermostat to avoid
negative temperature.

At least 2 temperatures sensors: sensor for
temperature monitoring shown on front
display, sensor for managing use of
compressor.

Power requirement: power input to be 220-
240VAC, 50Hz with 10 meter good quality
electrical wire.

9 Stethoscope (02 nos) Stethoscope should be reputable make

Note:

1. The bidder should submit technical compliance sheet as per technical specifications
mentioning the make & Model of quoted item along with catalogue for all the equipment in the
technical bid.

2. Documents related to equipments (mentioned in above specifications) should be
submitted in technical bid.

3. Bidder shall provide three year warantee for medical equipments and three guarantee year on
ambulance fabrication work includig air conditioning and warantee on chasis as per OEM
(Original equipment manufacturer) .

4. CMC: CMC shall be given @ 5% of net rate (excluding GST as applicable) and yearly
escalation of 5 % on last year’s CMC price. The CMC may be awarded for five years (on
yearly basis) after Guarantee period of three years.
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5. Vehicle has to be registered in name of Project Director-NHM, Jaipur by the bidder.All
chages related to vehicle registration shall be borne by bidder.

6. Fabrication work will be checked by the technical committee. Modification in arrangement of
equipments installation will be allowed by the technical committee. Equipments to be installed
properly so that no damage occurs during travelling.

7. The tenderer shall provide the branding/ stickering as per approved design provided by the
department.

8. Tyres, battery & chasis more than six months old will not be accepted (at the time of delivery).
9. The stepney/ spare wheel should be kept in easy access.

10. Tool box for storage of jack, wheel spanner and rod etc at suitable location.

11. Fast nuts used should be high tension grade with Zinc phosphate.

12. Equipment in the BCTV has to be fitted as per technical committee recommendation.

13. Tax on vehicle chasis and tax on fabrication work shall be paid as per govt norm.

14. Vehicle Engine service is not the part of warranty.

15. aree AR T9 aed ¥ wifda &Y oM A Suskell @ fiw OEM gRT @ ¥ 3ftie
fafagremar @' f&ar AT authorization AR BT

Work schedule & Inspection (Blood collection and tansportation Van)

Work order will be placed to the successful bidder by RMSC through registered post/ Email/ any
communication medium. The date of dispatch of letter or communication date will be treated as
the order for calculating the period of supply. Starting from the date of placement of work order,
the work schedule shall be as follows:

Intimation and approval First 30 Days

lntt'matl(m and approval of remaining Next 30 days
vehicles

During inspection modification, alternation and addition as suggested by T.C. has to corporate in
BCTV. Equipment should be installed properly. So, that no damage occurs during the travelling.
The bidder shall request in writing for approval of prototype. If technical committee takes more
than 2 days in the inspection/ approval, then this period shall be provided to the bidder in
addition, shower test has to be conducted for any leakage for each vehicle.

1. Bidder are requested to send with bid, printed descriptive literature of the quoted items.

2. If bidder supplied to or have rate contract of quoted item with any other Govt. institutions
within one year, he may be asked to provide copies of purchase order, invoices and rate
contracts.

Note:- Please note that all above amendments/corrigendum in technical specifications/bid
conditions is the integral part of (Section-VIII) and the bid document. This corrigendum/
addendum should be signed and annexed with bid document. All other terms & conditions

remains the same. w/
Executive lﬁr (EPM)

RMSCL, Jaipur
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Rajasthan Medical Services Corporation Limited, Jaipur
Gandhi Block, Swasthya Bhawan,Tilak Marg, C-Scheme, Rajasthan, Jaipur

Phone No.-2223887, Fax no.-0141-2228065
CIN:U24232RJ20115GC035067

E-Mail: edepmrmsc-rj@nic.in

F-8() RMSC/EPM/M-4/NIB-843/ S0,

Clarification/Corrigendum/Addendum

Subject: Revised Bid Schedule of bid document of item Blood Collection & Transportation
Vans under F-8( ) RMSC/EPM/M-4/NIB-843/2024-25/474 Dated 09.11.2024

Revised Technical specification of Blood Collection Van

BASE VEHICLE/CHASSIS DETAILS

CRITERIA

RANGE

Engine

Should be Diesel engine

No.of cylinders

4 Cylinders

Emission norms

BS VI OBD II norms having power steering
and power brakes (ABS included), in
compliance with the existing provisions in the
Motor Vehicle’s Act, in India.

Net Engine Output

Engine capacity of minimum 120 BHP,
suitable to support the vehicle air-
conditioning without compromising the
driving, using suitable compressor, there by
not compromising power to drive the vehicle
on normal and hilly terrain.

Engine Torque Max(@ rpm

Vehicle torque should be 350 Nm and above.

Fuel tank capacity

Fuel tank capacity of minimum 120 litters
Diesel.

Vehicle mileage

Minimum 5 KMPL

Chasis Tyres

06 tyres

OTHER THAN ENGINE

donor compartment and driver
compartment

Type of body required for streamline
structure and, easy communication to

“Bus Chassis™ with rear wheel drive, from a
manufacturer of repute, in compliance with
the existing provisions in the Motor Vehicle’s
Act, in India.

Steering

Suspension

Independent of semi elliptical fi

Wheel base to have a good length of
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vehicle

Ground Clearance

Ground Clearance of minimum 180 mm.

OVERALL BODY DIMENSIONS

Overall Vehicle length 8200-8650 mm in length
| Ovet:all w1d’Eh to accommodate stools, 99£0-2350 mm in width
medical equipment etc.

Over all height of the Viehicle

2950-3150 mm in height

Gross Vehicle Weight to carry pay load

8000 kg and above

INTERNAL BODY DIMENSIONS OF DONOR COMPARTMENT

Internal Length of Compartment

6300 mm minimuwn in length

Internal Width of Compartment

2150-2250 mm in width

Internal heigth (from vehicle fioor)

1960 mm minimum

DRIVER CABIN

Drivers cabin firewall for not to catch fire
due to heat

Fire Wall with complete fire retardant
insulation of the Cabin (protection from fire
and heat)

Floor mat for not to cateh fire due to heat

Vinyl Fire retardant Floor mat

Driver Seat with backrest

Adjustable and sliding seat as per ARAI with
seat belt. No extra space left behind driver
seat.

Co-driver seat with backrest

Co-driver seat with backrest and seat belt to
be provided.

Reverse Parking Camera

Reverse parking camera should be provided
in rear of vehicle & a 7 inches colour display
shall be provided on dashboard for driver's
assistance.

Miscellenous
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Body Fabrication : All structures to be fabricated with proper size of M.S. sheet,
Angles, Channel etc. Quter paneling of the body should be of galvanjzed MS sheet with
minimum joints. Suitable insulation to be provided between outer & inner panel & roof.
Flooring should be done by BWR/Marine grade 12 mm plywood with 2 mm vinyl
flooring, vinyl flooring should be of good quality & not damaged/deteriorated by sodium
hypochiorite solution.

Fabrication work should be of standard quality & with proper finishing. All equipments to
be fixed properly.

Body of the vehicle to be fabricated by tubular structure with combination of 40X40mm,
60X40mm, 40x20mm, 25x25mm GI tubes & confirm to ISI & floor's cross bearers should
be of approx. channel size 75X40 mm.

Quter skirt paneling should be done with GI/GPSP - 1-1.2 mm sheet. Interior Body
Panneling should be done with GRP 2-3 mm Sheet white colour.

AC Ducting and Dashboard Should be made up of FRP,

A provision of vent for heat eliminate of blood storage refrigerator.

Vinyl Fire retardant Floor mat also fixed in passage area in donor compartment

A suitable working Tabie should be given in
rear compartment of vehicle for undertaking
documentation/registration with two
revolving chair.

Working Table

Partition - Half Partition between driver and Donor compartment to be given.

Door - Min. 2 nos. manual JK doors should be given one at behind front axle on LHS of
vehicle for Entrance and other at behind rear axle on LHS of vehicle for Exit.

Driver Door - One number sheet metal flap door should be provided with manual Slide
window.

Engine Driven Vehicle Roof Mounted Air Conditioning:- The cooling system should be
such that, given an outside and inside temperature of 32°C, the cooling down to at most
27°C in the patient's compartment should not take longer than 15 min. After 30 min a
temperature of at most 25 °C should be reached. The inside temperature should be
measured in the centre of the patient compartment and at the mid-peint from the cooling
outlets (if several outlets are available). A provision to provide cooling in driver's cabin
should also be provided. The installation of the system shall not encourage exhaust gases
entering the patient's compartment.

Signature

Digitally signed by Cfi#¥
Designation gExediigffe Director
Date: 2024. NERS4#39:51 IST
Reason: Appro V@r’
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Split AC System : Spilt AC System of 2.0 Ton capacity to be provided in the donor
compartment with proper fitment of outdoor unit . AC System should be driven through
Aleternative Current prolvnded as external soruce. Split Ac System will be used while the
vehicle is in stationary condition and engine is off. External charging socket should also be
provided, so that for Split AC of 2.0 Ton power can be taken from external source
wherever possible. i

Air Conditioner should have minimum BEE 3 Star Rating or more (or as applicable
norms at the time of supply).

Material of condeser ClioiI:COPper

Inverter system (220 ! which incIndes: additional battery 02 Nos. 150Ah each, inverter
approx 1.9 kva with chargeable system and special wiring to operate medical equipment
and monitoring device. AC/DC Power Facility with changeover switch. Fan, TV, LED
lights, Blood storage refrigerator and music system shall be run on Invertor.

Window curtains should be maintained on the windows of the vehicle. Wooden cabinet
with locks under donor|berth in donor compartment for storage of equipment with ABS
laminated should be provided on account of better aesthetics.

Electricals: Switch boards and switches, 06 fans, 32" LED TV on partition wall, Music
system and public address system with USB provision, 06 Nos 4" speakers (02 in driver
cabin and 04 in donor compartment), 48" Bar Light with PA System covered with metal
case and Side Blinkers and all other electric provision in the vehicle should be of
manufacturer of repute and be able to bear the load of the equipments installed in the
vehicle, LED lights at roof and Fans AC & DC both should be provided for use while
camping and travelling j purpose. Total 04 LED lights required above Donor couch and
stoarge cabinet plateform. Wiring diagram also stick in driver cabin with fuse

indications. i

Suitable size of ﬁx/slidilng windows wherever needed are to be provided with toughened
glasses as per CMVR.

The Stairs should be fitted with anti-skid vinyl sheet and Handles should be insulated by
PVC for JK doors. |

Front wind shield glass should not less than 6.7 mm thickness approx. laminated (single
piece} & glass for windows of 5.00 mm thickness ISI specification Toughened. Single
windscreen glass with aerodynamic design and ORVM Mirrors in front LHS & RHS
Shoulid be provided. Fog lamps should be provided.

Sunwiser has to be provided on front windscreen with lowering provision. Good quality
wiper blades.

There shall be a provision to stand and clean front windscreen.

Complete vehicle should be dust, water proof & there @1[
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Waste Collecting SS Dust bins (2 nos.) shall be fixed between the donor couches, Stools
round (1 nos.), Fire Extinguishers with Fixing Stand (4- kg) (6- kg) one each

Stripper are enclosed).

Rear Compartment that is suitable for seating of 5 camp team staff members during the
transport at rear most in the vehicle with selt belt to and from the outdoor blood donation
camp , four blood collection monitors, two Dielectric tube sealers , two tfube strippers and
(specifications of donor couch, blood collection monitor, dielectric tube sealer, Tube

Blood Van Equipment

ITEMS

1 | Blood Donor Couch ( Qty- 2 nos.)

Blood donor couch is a fix type(non-
motorized) and specially designed to make
blood withdrawals easier, safe and functional.

It should have fixed type. No electrically
movement required.

Arm rests should have swinging in and out
moving facility.

Should have lifting capacity at least 350 LBS/
150 Kgs (donor weight)

The frame of Recliner is constructed of high
grade steel duly epoxy powder coated.

The base is covered with smooth and elegent
finish polymer molded which is rust-free,
sratch resistant and easy to clean.

It should have a top duly covered with
elegant upholstered high density, max.
comfort foam padding.

To have attached or detachable tray & Stand
for keeping all blood collection associate
accessories like- blood collection monitors
tray, BP apparatus and tray for other
accessories and telescopic IV stand.

Dimension: 185-190 cms (L) X 50-60 cms

e sosignatire
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2 | Blood Collection Monitor ( Qty-t L 11;33)

Bag -ljélder tray suitable for all types of blood
Bags. Magnetic removable cradle Tray for
easy cleaning.

Should have facility to preset total volume of
blood to be collected and accordingly monitor
and display amount collected. It should have
facility to clamp to stop the collection of
blood as soon as preset volume is collected
and not allow over collection.

Battery backup should be > 8 hours (12VDC)
with continuous workload(rechargeable
battery). Battery charger should be inbuilt.

Should be portable (Suitable for outdoor
blood donation camps).

Should have standby / pause mode Manual
clamp facility to abort collection Automatic
Release of Clamp when the Bag is lifted.

Should be able to operate at Temperature of
-+5° to -+45° C and relative humidity (RH) of 5
to 95 %

There should be continuous digital display of
preset volume, Blood flow rate and total time
taken at the end of collection.

Oscillation: 124 2 rpm

Should mix the biood with anti-coagulant
solution during Collection and ensure that
only correct amount of blood is collected

There Should be Visual display and
audible alarm:

i) when flow rate goes below 20 ml /min or
high flow rate above 180 ml / min

ii) at the end of collection
iii) when battery low

iv) during.pguse function
) any sDIGRGELINE \ig
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Quality Standard:i) Manufacturing should
be compliant with ISO 13485 (Valid
documentation should be submitted in
technical bid).ii) Equipment must meet
electrical safety specifications of IEC 60601-
1 and 60601-1-2. (Valid documentation
should be submitted in technical bid).iii)
Product should have valid CDSCO license.
Related document shall be submitted along
with technical bid.iv) Firm should supply the
relevant calibration certificate for the
equipment from NABL accredited Lab.

Every Bio-mixer should be provided with
carry box with handle

| submitted.

Original literature of equipment should be

Electrical: The equipment should be able to
run on the existing Electrical provision.

Broad specifications are:

Automatic Type Input 150-280V, Output 220
V +/- 7 %, 50 Hz /60 Hz.

Single phase, AC with automatic 2-4 sec Cut
Off and 6-9 minutes restart delay. Quick start
arrangements for bypassing the start delay.
Suitable MCB on input voltmeter and
indicators on Front Panel. Input Power Cable
with 15 A Plug and six way output Terminal
strip for two outlets.

Accessories:

Floor Stand

Transport case with built-in charger
Suitable Calibration weight

RajKaj Ref No.: 11971104
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3 | TUBE SEALER (Qty- 1 nos.)
I

Product & Manufacturer Quality
Standards :

Should be USFDA / CE approved model. CE
certificate must be issued by European
authority with notified body.

Should meet the electrical safety standards of
IEC/ EN 60601.

Should be a Radio frequency sealing.

No warm-up time required.

Should be Easy separation of tube segments
after sealing.

Should have well protection for sealing head.

Should produce hermetic seal hence no
contamination & hemolysts.

Should run on internal rechargeable battery.

Sealing time: Less than 2 sec.

Should have indication Lamps for
Mains,Ready,Seal & Battery

Should have minimum 1000 seals on fully
charge battery.

Should run on ambient temp of 10 to-40 Deg
C

Power supply : 220V + /- 10% 50 Hz.

4 | TUBE STRIPPER (Qfy- 2 nos.)

Tube stripper is a hand held medical
instrument used for stripping of blood bag
tubes and used in blood donation.

Tube stripper is a metallic hand held medical
instrument for stripping of blood bag tubes
after each blood donation.

User should be able to adjust roller to match
tubes with various diameter, if needed.

Instrument's body material is metallic
(stainless steel), Grip material to be of
plastisol.

5 | BP instrument (Digital type) (Qty- 4
nos.)

RajKaj Ref No.: 11971104 i




B type

6 | Portable Oxygen Cylinder ( Qty- 2 nos.)

B type high pressure seamless cylinder for
medical oxygen gas, cylinder are ISI marked
cinforming to IS:7285 part 2, certified by the
Bureau of Indian standard (BIS) and
approved by the chief controller of explosive
(CCOE) Govt. of India.

7 | Donor Weighing Scale (Qty- 1 no.)

Capacity 150 Kg, graduation 500 gms with
calibration of 100 gms.

Model should be approved from legal
metrology Deptt., Govt of India.

8 | Blood Storage Refrigerator

Blood storage unit is portable and specially
designed unit to keep blood bags safe by
ensuring onsistent temperature of +2 °C to
+22 °C even during in-transit vehicle
movement, extreme temprature fluctuation &
weather conditions.

A refrigerator for storing blood bags in blood
collection van,

capacity: 100 liter or more (80-100 blood
bags)

Internal: Stainless steel of 22 SWG (grade
S.8. V2 A-1.4301)

External: Solid outer corrosion resistant of
1Imm thick.

Blood storage Basket: Blood storage basket
allowing free circulation of air, having the
size to able accomimodate at least 3 nos or
more in the unit and suitable to match the net
volume requirement.

Chest type with CFC free insulation

Door: Glass door, automatic closing door
below opening angle 90 degree and opening
angle of 110 degree, used silicon insulation
and gasket, polyurethane insulation of 80mm
thickness door opening audio and visual
display alarm.

Tempra 2y
adjustabl sﬁt@i%ﬁ y
with set tg@mgp;g;g:rféﬁ@y s
setting: sBlgwignatitelgaxe i
alarm polRauZ24 NG Wi hetire
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IV

choice.

Compression type refrigeration, CFC free
refrigerant gas, Force air circulation systems.

! Temperature Controller: Electronic
temperature controller of range +2°C to +22
' °C with setting accuracy of =1 °C

Ambient Temperature: Perform in a ambient
temperature of +10°C to +40°C

Temperature Monitoring: Digital temperature
(LED) display with 0.1°C graduation.
Microprocessor control temperature
recording device with integrated audio visual
temperature alarm function with digital
monitoring display.

Independent safety thermostat to avoid
negative temperature.

At least 2 temperatures sensors: sensor for
temperature monitoring shown on front
display, sensor for managing use of
COMPIESSOr.

Power requirement: power input to be 220-
240VAC, 50Hz with 10 meter good quality
electrical wire.

9 Stethoscope(02 nos) Stethoscope should be reputable make

Note:

1. The bidder should submit technical compliance sheet as per technical specifications
mentioning the make & Modgl of quoted item along with catalogue for all the equipment in the
technical bid. ‘

2. Documents related to equipments (mentioned in above specifications) should be
submitted in technical bid. '

3. Bidder shall provide three year warantee for medical equipments and three guarantee year on
ambulance fabrication work includig air conditioning and warantee on chasis as per OEM
(Original equipment manufacturer) .

4. CMC: CMC shall be given @ 5% of net rate (excluding GST as applicable) and yearly
escalation of 5 % on last year’s CMC price. The CMC mgx be award_Ed for five yea T|(8'

yearly basis) after Guarantte period of three years. |g nature C
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5. Vehicle has to be registered in name of Project Director-NHM, Jaipur by the bidder.All
chages related to vehicle registration shall be borne by bidder.

6. Fabrication work will be checked by the technical committee. Modification in arrangement of
equipments installation will be allowed by the technical committee. Equipments to be installed
properly so that no damage occurs during travelling.

7. The tenderer shall provide the branding/ stickering as per approved design provided by the
department.

8. Tyres, battery & chasis more than six months old will not be accepted (at the time of delivery).
9. The stepney/ spare wheel should be kept in easy access.

10. Tool box for storage of jack, wheel spanner and rod etc at suitable location.

11. Fast nuts used should be high tension grade with Zinc phosphate.

12. Equipment in the BCTV has to be fitted as per technical committee recommendation.

13. Tax on vehicle chasis and tax on fabrication work shall be paid as per govt norm.

14, Vehicle Engine service is not the part of warranty

15. AET A @Wﬁwﬁaﬁﬁaﬁaﬁmﬁ%ﬁ‘NOEmeﬁaﬁ%
ffasramr « f&ar T4 anthorization AT SR

Work schedule & Inspection (Blood collection and tansportation Van)

Work order will be placed to the successful bidder by RMSC through registered post/ Email/ any
communication medium. The date of dispatch of letter or communication date will be treated as
the order for calculating the period of supply. Starting from the date of placement of work order,
the work schedule shall be as follows:

Intimation and approval First 30 Days
Intl.matlon and approval of remaining Next 30 days
vehicles

During inspection modification, alternation and addition as suggested by T.,C. has to corporate in
BCTYV. Equipment should be installed properly. Se, that no damage occurs during the travelling.
The bidder shall request in writing for approval of prototype. If technical committee takes more
than 2 days in the inspection/ approval, then this period shall be provided to the bidder in
addition, shower test has to be conducted for any leakage for each vehicle.

1. Bidder are requested to send with bid, printed descriptive literature of the quoted items.

2. If bidder supplied to or have rate contract of quoted item with any other Govt. institutions
within one year, he may be asked to provide copies of purchase order, invoices and rate
contracts,

Note:- Please note that all above amendments/corrigendum in technical specifications/bid
conditions is the integral part of (Section-VIII) and the bid document. This corrigendum/
addendum should be signed and annexed with bid document. All other terms & conditions

remains the same. S]gnature \iC Ild
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