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Clarification/Corrigendum/Addendum
Subject: Amendment in technical specification, item Elisa Reader and Washer under F-8()
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Revised Technical Specification of Elisa Reader and Washer

Technical Specifications: Elisa Reader

1. Halogen Lamp/LED should have minimum usage option i.e. it’s should get ‘on’
while reading and should be ‘off” mode even the instrument is on standby mode.

2. Fully automatic & easy to operate.

3. Photometer should be able to read all kind of wells flat, V and U.

4. Photometer should be of 8 measurement channel.

5. Should be able to read 2-3 strips or plate at a time.

6. Should be totally open system.

7. Should contain commonly required filter 405nm. 450nm. 630nm. (Space for optional

filters)

8. Should have facility to measure at single as well as dual a wavelength. (Bichromatic
reading with photo metric accuracy of 2% single wavelength-15 seconds approx and
wavelength- 20 sces, approx.

9. Should have built in thermal/matrix printer.

10. Should be abie to report raw data/absorbance values, cut off and concentrations &
multi standard.

11. Should be able to poly graphs and curves.

12. Absorbance range 0 to 4.0.

13. Should be able to plot all kinds of curves like linear. log point to point it. Should have
large LCD display & memory should have plate making feature.

14. 1t should be operate on 220V-230V. 5017 AC Supply and it should be supplied with
power cord. spare fuses. dust cover, instruction manual and warranty card.

15. Quoted model should be CE and IVD/USFDA Approved (Certificate must be enclosed
in technical bid).

16. Multi lable measurement and kinetic measurement.

17. Licensed window based software.

18. Display: Operation through PC,

19. Company should have local service network.

20. Firm should provide original brochure of Equipment model with satisfactory user
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22.

23,

24,

26.
27
28.

Should have automatic calibration and self diagnostic of any possible error in optical
alignment before each program reading.

Internal software (standalone mode) should have all the basic application related to
ELISA like quality control, qualitative classification. standard graph etc.

The instrument should have a memory of 99 inbuilt protocols in stand-alone mode and
100 result memory.

System should have USB port for external printer connectivity option for the data
printout.

5. Firm should supply one desk top computer (System should have i3 processor with

latest operating system, HDD 1 TB, 4GB RAM. 17" screen) with UPS. (Guarantee
card with bills have to be submit with items to claim guarantee of these items).
Compatible UPS with Batery should be provided free of cost with the system.
Warrantee : Three years on equipment from the date of installation.

CMC will be given @5% of net rate-inclusive of GST (as applicable) & yearly
escalation of 5% on last year’s CMC price. The CMC may be awarded for [ive vears
(on yearly basis) after completion guarantee period.

Technical Specifications: Elisha Washer/ Microplate Washer

1.
2.
3.

Ll O

14.
15.

Should have capability to wash 96 well micro plates and have to 3 way wash head.
Should have programmable washing time volume and soaking me.

Should use non pressurized/pressurized bottles to minimize the risk of spillage and
also choice for user is substitute bottles with general labware bottles.

Should provide two 2 liter wash bottles and waste bottle with level sensor.

Should provide aerosol cover to prevent acrosols of infectious diseases from spreading.
Should have residual volume less than 2 pl.

Dispensing volume should be 50-400 ul for 96 well.

Should have a USB/RS-232 port for easy data transfer.

Should provide 1000ml measuring Jug (Furo design) having marking from 100-1000
ml.

- Should have large 5™ or more LCD Display for easy set up of wash protocols.
11.
12
13.

Should have the liquid level sensors in waste bottles to guarantee safe performance.
After using the instrument the rinse can be done manually.

Quoted should be CE and IVD/USFDA approved (Certificate must be enclosed in
technical bid).

Warrantee: Three years on equipment from the date of installation.

CMC will be given @ 5% of net rate-inclusive of GST (as applicable) & yearly
escalation of 5% on last year’s CMC price. The CMC may be awarded for five years
(on yearly) after completion guarantee period

Note:- All other terms & conditions remains the same.
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